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ABSTRACT: Control of carrier density in colloidal quantum dots is a major
challenge for their integration into optoelectronic devices. Several chemical methods -
have been proposed to reach this goal including introduction of impurities,

Current

nonstoichiometric compounds, introduction of redox molecules as ligands, and =

surface gating obtained by tuning the dipole associated with surface ligands. None of -

these techniques provide post synthesis tunability. Alternatively, optical pumping ]
requires high excitation power which may heat and finally damage the sample. Here, :

we propose a new procedure based on the grafting of azobenzenes (AZBs) on the Time

nanocrystal surface. The AZBs have two conformations (cis and trans), which are

associated with strongly different dipole moments. The transition from one conformation to the other can be activated using
UV or visible light at low intensities (<100 mW-cm™?). Grafting the AZBs on the nanocrystal surface leads to a light-tunable
surface dipole, which shifts the nanocrystal bands and leads to a tunable carrier density. We apply this method to p-type HgTe
and degenerately n-doped HgSe nanocrystals. We demonstrate, thanks to transport measurements, a change of the carrier

density corresponding to a band shift up to 40 meV.

B INTRODUCTION

Nanocrystals (NCs) appear as an important building block for
solution-processed optoelectronic devices"” such as light
emitting diodes,” solar cells,” and infrared (IR) sensors.”® In
this quest, the doping control becomes of utmost interest: it is
critical for the design of p—n junctions,” to reduce lasin

threshold,” or to induce intraband absorption in the mid IR.”"

Doping of NCs can be obtained from various methods:"' ™"
introduction of extrinsic impurities'*™'® within the NCs or
within the array of NCs, nonstoichiometry of the material
(Cu,_,S,"” (Bi;Sb),Te;, HgSe'®'”), metal functionaliza-
tion,””*" functionalization by redox molecules,”*’ or surface
dipole functionalization.”*™*® In this latter case, the dipole
moment associated with the grafted ligand on the NC surface
induces a band shift (AE) according to the following equation

AE = 2 with o, y, €, and &, being, respectively, the dipole

Eofr
surface density, the dipole magnitude, the vacuum permittivity,
and the dielectric constant.
Once under a thin film form, all these techniques suffer from
a lack of tunability. Alternatively, tuning carrier density can be

-4 ACS Publications  © 2019 American Chemical Society 27257

achieved thanks to gating in a field effect transistor (FET)***°
configuration or with an electrochemical cell.'” Optical
pumping can also be used to fill the conduction band and
saturate the interband absorption. In this case, the carrier
density tuning is either short-lived when pulsed excitation is
used, or requires high power continuous wave excitation,
which may damage the NC array because of sample heating.

Here, we explore an alternative approach for the control of
carrier density with light, which is reversible and compatible
with low excitation power (<100 mW-cm™2). To do so, we
functionalize NCs with azobenzenes (AZBs), see Figure 1.
The reversible nitrogen—nitrogen double-bond configuration
can switch from “cis” to “trans” and is triggered, respectively,
by UV (cis to trans) and visible (trans to cis) irradiations,
which makes AZBs promising molecular switches or tools to
induce self-assembly by external stimuli*’ During the
conformation change, the dipole associated to the molecule
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Figure 1. Synthetic route to thiol-functionalized azobenzene.
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Figure 2. (a) TEM picture of HgTe NCs with AZB grafted at the surface. (b) Absorption spectra of AZB-grafted HgTe NCs after UV (4 = 365
nm) and blue illumination (4 = 460 nm). (c) Scheme of HgTe NCs grafted with AZB in trans-configuration. (d) Electronic spectrum of the HgTe
NCs with the pristine surface. (e) Scheme of HgTe NCs with AZB in cis-configuration. (f) Electronic spectrum of the HgTe NCs with cis AZB

grafted.

is dramatically affected and changes by ~3 Debye,’* see Figure
2¢,e. Thus, by using AZBs as surface-capping molecules for
NCs, we propose a method where the NC surface dipole is
light reconfigurable. Compared with conventional optical
excitation, this method can be operated under a much lower
excitation power and so reduces the material degradation. We
bring evidence that it is possible to control the response of IR
nanomaterials while shining light (with low-power excitation)
in the UV.

B METHODS

Synthesis of Thiol-Functionalized Azobenzenes.
Materials for Thiol-Functionalized Azobenzenes. All reac-
tions are carried under N,. Tetrahydrofuran (THF) was
purified and dried over a Braun solvent purification system
(MB-SPS-800), and other solvents (CH,Cl,, heptane,
methanol, and ethyl acetate) were purchased dry from
Sigma-Aldrich and used without further purification. The
chemical reagents were purchased from Synthon, abcr, Sigma-
Aldrich and used without further purifications.

Compound 1: 4-(Allyloxy)phenyl-2-phenyldiazene. In a
dried three neck round bottom flask, 4-(phenyldiazenyl)phenol
(1.58 g 8 mmol], 1 equiv), 3-bromoprop-1lene (0.7 mL, 0.97 g
8 mmol, 1 equiv), and potassium t-butoxide (1 g, 10.4 mmol,
1.3 equiv) were dissolved in 20 mL of dry THF. The reaction
mixture was stirred at reflux for 16 h after which it was cool
down to room temperature. The solvent was evaporated under
reduced pressure and the residue dissolved in 100 mL CH,CL,.
The organic phase was washed with distilled water (3 X 60
mL). The organic phase was dried over MgSO, and the solvent
was evaporated under reduced pressure. The product was
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purified by flash chromatography on silica with ethyl acetate/
heptane (1:9) as an eluent. The product was collected as an
orange solid, 1.525 g, yield 80%.

'"H NMR (400 MHz, CDCL,): § 4.62 (t, 2H, O—CH,), 5.39
(m, 2H, =CH,), 6.08 (m, 1H, =CH-), 7.04 (d, 2H, Ar—H),
7.50 (m, 3H, Ar—H), 7.91 ppm (m, 4H, Ar—H).

Compound 2: (3-(4-Phenyldiazenyl)phenoxy)propyl-etha-
nethioate. In a dried three neck round bottom flask,
compound 1 (1 g 4.2 mmol, 1 equiv) and AIBN (1.45 g,
8.8 mmol, 2.1 equiv) were dissolved in 20 mL of dry toluene.
Thioacetic acid (0.63 mL, 0.67 g, 8.8 mmol, 2.1 equiv) was
added dropwise to the mixture under stirring. The reaction
mixture was stirred at reflux for 16 h. The reaction was then
cooled down to room temperature and diluted with 60 mL of
toluene. The organic phase was washed with saturated
NaHCO; solution in water (60 mL) and distilled water (2 X
60 mL). The organic phase was dried over MgSO, and the
solvent was evaporated under reduced pressure. The product
was purified by flash chromatography on silica with ethyl
acetate/heptane (1:9) as an eluent. The product was collected
as an orange solid, 1 g, yield 76%.

'H NMR (400 MHz, CDCL): 6 2.12 (m, 2H, C—CH,—C),
2.36 (s, 3H, —COCH,), 3.09 (t, 2H, CH,—S), 4.10 (t, 2H, O—
CH,), 7.01 (d, 2H, Ar—H), 7.50 (m, 3H, Ar—H), 7.88 ppm
(m, 4H, Ar—H).

Compound 3: 3-(4-(Phenyldiazenyl)phenoxy)propane-1-
thiol. Compound 2 (0.5 g, 1.6 mmol, 1 equiv) was dissolved in
40 mL of degassed MeOH under N,. 2 mL of HCI (37%) (14
equiv) was added dropwise and the reaction mixture was
refluxed for 3 h. The reaction was then cooled down to room
temperature and excess HCl was neutralized with NaOH
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solution in water (1 M). 100 mL of CH,Cl, was added to the
reaction mixture and the organic phase was washed with
distilled water (2 X 100 mL). The organic phase was collected
and dried over MgSO, and the solvent was evaporated under
reduced pressure. The product was purified by flash
chromatography on silica with ethyl acetate/heptane (1:15)
as an eluent. The product was collected as an orange solid,
0.260 g, yield 60%.

'H NMR (400 MHz, CDCL,): § 1.42 (t, 1H, —SH), 2.12 (m,
2H, C—CH,-C), 2.76 (m, 2H, S—CH,), 4.16 (t, 2H, O—
CH,), 7.02 (d, 2H, Ar—H), 7.50 (m, 3H, Ar—H), 7.92 ppm
(m, 4H, Ar—H), see Figure S4.

3C NMR (100 MHz, CDCL): § 21.30 (CH,—S), 33.34
(C—CH,—C), 66.06 (CH,—0), 114.81 (C,,), 122.68 (C,,),
124.87 (Cy,), 129.14 (Cy,), 130.49 (C,,), 147.15 (Cy—N),
152.85 (C,—N), 161.41 ppm (C,,—O), see Figure SS.

NC Syntheses. Chemicals. For NCs, the following list of
product have been used: mercury acetate (Hg(OAc),, Sigma-
Aldrich), mercury chloride (HgCl, Sigma-Aldrich, 99%),
tellurium powder (Te, Sigma-Aldrich, 99.99%), selenium
powder (Se, Strem Chemicals), oleic acid (OA, Sigma-Aldrich,
90%), oleylamine (OLA, Sigma-Aldrich, 80—90%), trioctyl-
phosphine (TOP, Sigma-Aldrich, 97%), n-hexane (VWR,
99%), ethanol absolute anhydrous (EtOH, Carlo Erba,
99.5%), methanol (MeOH, Carlo Erba, 99.8%), toluene
(VWR, 99.3%), chloroform (Carlo Erba), lithium perchlorate
(LiClO,, Sigma-Aldrich, 98%), and polyethylene glycol (PEG
6k, M,, = 6 X 10° g'mol™", Fluka).

HgSe CQDs with Azobenzene Grafting. In a 50 mL three
neck flask, 0.5 g of Hg(OAc),, 10 mL of OA, and 25 mL of
OLA were degassed at 85 °C for 1 h. Under an argon
atmosphere at 90 °C, 1.6 mL of 1 M solution of Se in TOP was
quickly injected into the flask. After 4 min, the reaction was
quenched by adding quickly a mix of 1 mL of CHCl; and 45
mg of azobenzenes and cooled down to room temperature
using an ice bath. The obtained dark solution was then
exposed to air, precipitated by addition of ethanol and
methanol and centrifuged. The supernatant was discarded
and the pellet was redispersed in chloroform. The cleaning
procedure was repeated two more times. The nanoparticle
diameter in this fraction was 4.3 + 0.7 nm, according to the
measure by transmission electron microscopy (TEM), see
Figure S2. The intraband absorption peak was measured at
3080 cm™".

HgTe CQDs with Azobenzene Grafting. 513 mg of HgCl,
was added to 60 mL of OLA in a 100 mL round flask. The
solution was placed under vacuum and heated to 110 °C for 1
h. Then, the temperature was decreased to 80 °C and the
solution was placed under an Ar atmosphere. 1.9 mL of TOP/
Te (1 M) with 10 mL of OLA was added to the mercury
solution. The solution color immediately turned to dark brown
and the reaction was stopped after 3 min. A solution made of
35 mg of azobenzenes and 10 mL of chloroform was quickly
added to quench the reaction. The NCs were then precipitated
with ethanol. After centrifugation, the NCs were redispersed in
chloroform. The washing step was repeated one more time.
The interband peak was measured to be at 4860 cm™.

Material Characterization. Analytical Thin Layer Chro-
matography. Analytical thin layer chromatography was carried
out on Merck silica gel60 F,s,. Products were revealed by
ultraviolet light (254 or 366 nm) and stained with dyeing
reagent solutions such as potassium permanganate solution.

Flash chromatography was performed on Combiflash Com-
panion or with Merck silica gel 60 (230—400 mesh).

'"H and "*C NMR. 'H and "3C NMR spectra were recorded
at ambient temperature on a Bruker Ascend 400 spectrometer
operating at 400 MHz 'H. "*C nucleus was observed with 'H
decoupling. Solvent residual signals were used as the internal
standard. Chemical shifts (6) in ppm. The peaks patterns are
indicated as the following format multiplicity (s: singlet; d:
doublet; t: triplet; q: quartet; sept: septuplet; m: multiplet; dd:
doublet of doublet; dt: doublet of triplet; dm: doublet of
multiplet, etc.). The prefix br. indicates a broadened signal.

UV and Visible Spectroscopy. Spectra have been acquired
using a JASCO V-730 spectrometer.

IR Spectroscopy. Fourier transform IR spectroscopy spectra
are acquired using a Fischer Nicolet iS50 in ATR
configuration. The spectra are averaged over 32 acquisitions
and have a 4 cm™" resolution.

Transmission Electron Microscopy. For TEM imaging, the
solution of NCs was drop-cast on a copper TEM grid and
dried overnight under vacuum to remove the remaining
solvent. The TEM images were then obtained using a JEOL
2010 microscope operated at 200 kV.

Transport Measurements. Electrodes Fabrication. The
surface of a Si/SiO, wafer (400 nm oxide layer) was cleaned by
sonication in acetone. The wafer was rinsed with isopropanol
and finally cleaned using an O, plasma. AZ 5214E resist was
spin-coated and baked at 110 °C for 90 s. The substrate was
exposed under UV through a pattern mask for 2 s. The film
was further baked at 125 °C for 2 min to invert the resist. Then
a 40 s flood exposure was performed. The resist was developed
using a bath of AZ 326 for 32 s, before being rinsed in pure
water. A 5 nm chromium layer and 80 nm gold layer were
deposited by using a thermal evaporator. The lift-off was
performed by dipping the film in acetone for 1 h. The
electrodes were finally rinsed using isopropanol and dried by
an air flow. The electrodes were 2.5 mm long and spaced by 20
um. These electrodes were used for DC measurements (IV
curves and transistor measurements).

Film Preparation. Films were prepared using spin-coating
deposition onto electrodes. The solutions were diluted to 20
mg/mL and spin-coated onto the substrates at a speed of 600
rpm, with an acceleration of 1000 rpm/s for 20 s. After drying,
the film was dipped in an ethanol solution to remove any
remaining free AZB ligand. This is a crucial step because free
azobenzene can percolate and rotate into the film and so their
dipole can be orientated in any direction, leading to less
efficient surface gating.

Dependency of Dark Current with Dipole. The current of a
film of HgX (X = Te, Se) NCs grafted with AZB was measured
with a Keithley 2634b, with an applied voltage of 0.5 to 1 V.
Light from LED flashlights in the UV at 365 nm (15 mW/cm?)
and in the blue at 460 nm (100 mW/cm?) was shone on the
film for 30 s to change AZB configuration and so the surface
dipole. Dark current after illumination was measured once the
current value is stabilized.

Transistor Measurements Using Electrolyte Gating. For
electrolyte gating, we first mixed, in a glovebox, 0.5 g of
LiClO,, with 2.3 g of PEG (M,, = 6 kg'mol™"). The vial was
heated at 170 °C on a hot plate for 2 h until the solution gets
clear. To use the electrolyte, the solution was warmed around
100 °C and brushed on the top of the HgTe film. The sample
is then connected to a Keithley 2634b which sets the drain bias
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(Vps = 200—500 mV), controls the gate bias (V) with a step
of 1 mV and measures the associated currents Ipg and Igg.

B DISCUSSION

As the band shift induced by the surface dipole is not
depending on the material band gap, we choose to work with
narrow band gap materials which will present a larger band gap
renormalization upon the change of AZB configuration. In
other words, the effect of the band shift in those NCs should
be a significant fraction of their band gap energy. We use NCs
of HgTe and HgSe according to established procedures given,
respectively, in refs.”>'” These two materials have attracted a
significant interest for the design of IR detectors®* *" with
tunable absorption from short-wave IR and up to THz."' In
such arrays of NCs, IR detection is possible but the
performance (dark current, spectral and time response)
dramatically depends on the doping magnitude. It is thus of
utmost interest to have an external knob to tune the carrier
density.

Both materials have a zinc blende structure, according to
their diffraction patterns (Figure S1). HgTe presents a
tetrapodic shape, see Figure 2a with 8 nm-long arm, while
HgSe is more spherical (Figure S2) with a size around 4.7 nm.
Using a combination of photoemission*” and IR spectroscopy
(see Figure S3 for procedure details) it is possible to determine
the electronic spectrum of each material in absolute energy
scale (i.e., vs vacuum). These two materials have been chosen
because they present p (HgTe) and n (HgSe) nature. HgTe is
quasi intrinsic, with a Fermi level in the lower part of the band
gap, leading to slight p-type nature, see Figure 2d, while
HgSe is degenerately n-doped as discussed later in the text.'>"”

The goal of this paper is to demonstrate that the surface
dipole resulting from the AZB can be tuned using light. To
graft the AZBs on the mercury chalcogenides NCs, we take
advantage of the strong affinity of surface mercury cations with
sulfur. The AZB is first functionalized with a thiol, according to
the procedure given in Figures 1 and S$4—S6. The thiol-
functionalized AZBs are then used to quench the NC growth.
The confirmation of the grafting is obtained by UV—visible
(Figures 2b and S6) and IR spectroscopies (Figure S7). In
particular, we observe a strong blue shift of the UV absorption
spectrum of the AZB-grafted NCs after UV illumination (4 =
365 nm; P < W-cm™*) which can be associated to the cis
conformation of the AZB. After illumination in the visible
region (4 = 460 nm; P < W-cm™2), this band red-shifts, which
is consistent with the switching to the trans conformation of
the AZB. We expect that the light-triggered switching of the
ligand conformation increases the surface dipole which will
result in a band shifting. As a result, the relative position of
these bands with respect to the Fermi level is tuned leading to
a change in the NC carrier density.

We start our study with p-type mercury telluride NCs. Their
transport properties are first probed in an electrolyte-gated
FET configuration.*" A scheme of the device can be seen in
Figure 3a. The ion gel gating approach has been quite
successful to achieve gating on mercury chalcogenides NCs.*
In addition of air operability, this approach leads to large gate
capacitance which can tune the carrier density up to several
carriers per NC.*¢ HgTe NCs present an ambipolar behavior,
with a higher mobility for the holes than for electrons (Figure
3b), which is expected with the electronic spectrum proposed
in Figure 2d. The mobility of the carrier is estimated to be 50
times smaller than for conventionally used short dithiol
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Figure 3. (a) Scheme of an electrolyte-gated FET in which the
channel is made of a thin film of HgTe. (b) Transfer curve (drain—
source current as a function of gate bias) for the FET based on the
AZB-functionalized HgTe channel. (c) Drain source current of an
HgTe capped with the azobenzene film as a function of time. UV (1 =
365 nm) or blue light (4 = 460 nm) is shone on the film during the
intervals highlighted with purple and blue rectangles, respectively.
Alyy is the change of current as the AZB switches from trans to cis,
while Al is the change of current as the AZB switches from cis to
trans. (d) Current modulation (as shown in Figure 3c) induced by
UV and visible pulse of light as a function of the pulse event.

(ethanedithiol), see Figure S8. Another striking difference
between EDT and AZB capping is the fact that AZB presents
stronger hole conduction compared to electron conduction,
while the opposite behavior is observed for EDT. This suggests
that AZB favors the p-doping of HgTe."’

We then use transport measurement as a probe of the
change of carrier density with AZB conformation. We follow
charge transport as a function of time after pulses of UV and
visible lights to switch the conformation of the AZB, see Figure
3c. During illumination, we observe a large increase of the
current. This current modulation is because of photocharge
generation within the HgTe semiconductor. Then as the
sample returns to the dark conditions, we first see a transient
current. The latter is not due to transient photocurrent because
the response of HgTe is fast'® (>MHz and see Figure S9). This
regime actually reflects that AZB conformation thermally
comes back to trans. Finally, the dark current stabilizes at a
value higher than that before UV exposure. This modulation of
the current is the signature of the change of the AZB dipole on
the NC surface. After a pulse of visible light, the current in the
dark recovers its initial value. The AZB change of
conformation is fairly reversible over the first cycles, as
shown in Figures 3d and S10. For the sake of comparison, we
have also checked that the sample without AZB grafted, does
not lead to a persistent modulation of the dark current after the
illumination, see Figure S9.

Assuming a value of y = 2.5 X 107> cm® V7' 57! (see
Supporting Information) for the carrier mobility, we can
estimate the change of carrier density An within the NC
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Figure 4. (a) Electronic spectrum of HgSe with the pristine surface. (b) Transfer curve (current as a function of gate bias) for the FET based on
the HgSe channel. (c) Drain source current of an HgSe capped with the azobenzene film as a function of time. UV (1 = 365 nm) or blue light (1 =
460 nm) is shone on the film during the intervals highlighted with purple and blue bars, respectively.

An

elementary charge and F the electric field. The initial hole
density in this p-type material is 1.8 X 10™* thermally activated
holes per NC and it increases after the light activation of the
surface dipole to 2.6 X 10~* Because the hole carrier density is
far below 1 per NC, we can assume that only the 1S, state is
filled. We can thus estimate the relative position of this level
with respect to the Fermi level (Eg) p = 2fpp(1S, — Eg) with
fep the Fermi—Dirac distribution. Thus, the observed change
of current is the result of a 7 meV shift of the valence band
toward the Fermi level. Knowing this shift, we can determine
the surface density of AZBs on HgTe. We found typically ~3
AZBs per NC. This rather low value can be explained by the
tetrapodic shape of the HgTe nanoparticle and the bulkiness of
the AZB, which conformation change also limits the grafting
density.

To further enhance the grafting density of AZB on the NC
surface, we then switch to HgSe NCs whose spherical shape is
more favorable.*”*" The other striking interest to use HgSe is
to have a doping level very different from HgTe. HgSe is
indeed an example of degenerately n-doped material. The size
of the NC has been chosen to have a fully filled 1S, state, see
the electronic spectrum in Figure 4a and the transistor transfer
curve in Figure 4b which confirms that the material only
presents an n-type character. In p-doped material (i.e,, HgTe),
the dipole-related shift of the band was increasing the hole
density. Because the shift direction is the same for HgSe, it
should induce a drop in the electron carrier density.

It is worth noting that degenerate doping makes that, under
the low excitation power used here, the photocurrent signal is
negligible compared to the dark current. As a result, the effect
of light on the HgSe sample is mostly the result of dark current
modulation. This contrasts with HgTe where photocurrent
modulation was large because of a lower carrier density. As we
follow the current in the sample as a function of time, we
indeed observe a significant decrease of the current in the
steady state after UV illumination (Figure 4c). After
illumination by blue visible light (return to the trans
configuration), the current increases again, even if the
reversibility is not as good. With the same procedure as
before, we estimate the change of carrier density from 1.94
electrons per dot down to 1.72 electrons in the AZB cis
configuration. This corresponds to a 40 meV shift for the
relative energy of the 1S, state with respect to the Fermi level
and to approximately 8 AZBs per HgSe NC.

INE ) .
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B CONCLUSIONS

In conclusion, we have demonstrated the remote control of the
carrier density thanks to mechanized NCs. The emergence of
the functionality at the macroscopic level comes from the
grafting of thiol-functionalized AZBs at the surface of HgTe/
HgSe nanoparticles. This molecular machine has been selected
for its dipole moment shift resulting from the reversible
conformation switches upon irradiation. The AZB conforma-
tion switches toward the cis conformation and leads to an
increase of the hole density for p-type materials and a
reduction of the electron density for n-type materials. This
method allows the tuning of the carrier density using low
irradiance (<100 mW-cm™*) which does not damage the
sample through heating. Further work will have to focus on the
increase of the AZB surface density of the NC surface and on
boosting reversibility.
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